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TEST SUMMARY

Date: Friday, December 10, 1999
Site: intersection of:  Harrison Avenue (NB-SB) – Cary Parkway (EB) – Cary Academy (WB)
Time: 7-9 AM, 10 AM-12 noon  <4 hours total>
Loop location(s): NB-thru, NB-L; SB-thru, SB-L; EB-L-T-R; WB-L-T-R
Controller Type: Econolite ASC 2/2100
Detector Type: as shown in table; standard shelf-mounted detector amplifiers

detector detector manual absolute difference % difference
    type counts counts (+) overcount, (-) undercount (nearest percent)

NB-thru (total) 6’ x 6’ 2711 3762 - 1051 - 28 %
NB-thru (7-9 AM only) 1376 2493 - 1117 - 45 %
NB-thru (10 AM-12 noon only) 1335 1269 + 66 + 5 %

SB-thru (total) 6’ x 6’ 1883 1726 + 157 + 9 %
SB-thru (7-9 AM, 10-11:30 AM only) 1533 1252 + 281 + 22 %
SB-thru (11:30 AM-12 noon only) 350 474 - 124 - 26 %

NB-L 6’ x 60’ quadrupole 67 239 - 172 - 72 %
SB-L 6’ x 60’ quadrupole 27 105 - 78 - 74 %
EB-L-T-R (3) 6’ x 60’ quads 192 857 - 665 - 78 %
WB-L-T-R (2) 6’ x 60’ quads 78 182 - 104 - 57 %


